
 

 

HDCVI 5MP Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 
Ш.5351 

DAHUA HAC-HFW1500C - 3.6mm 
5MP Starlight HDCVI IR Bullet Camera 

Max 25 fps@5MP; CVI/CVBS/AHD/TVI switchable; 2.8 mm fixed lens; 
Max. IR length 30 m, Smart IR; IP67, 12V DC;  

 
Ш.5352 

DAHUA HAC-B1A51-U 
5MP IR HDCVI Fixed-focal Bullet Camera 

Max 25 fps@5MP (16:9 video output); Smart IR Illumination; 30 m 
illumination distance; 2.8 mm fixed lens; CVI/CVBS/AHD/TVI 
switchable. · IP67, 12 VDC. 

 

 

 
Ш.5353 

DAHUA HAC-EW2501 
5MP HDCVI IR-Fisheye Camera 

1/2.8” 5Megapixel progressive scan CMOS; Panoramic fisheye lens; Max. 20fps@5MP; 
Built-in Mic; 120dbtrue WDR, Starlight, 2D&3D NR; Max. IR length 10m,Smart IR;DC12V  

 
Ш.5354 

DAHUA HAC-T1A51-U 
5MP IR HDCVI Fixed-focal Eyeball Camera 

Max 25 fps@5MP (16:9 video output); Smart IR Illumination; 25 m illumination distance; 
2.8 mm fixed lens; CVI/CVBS/AHD/TVI switchable;  

 

 
Ш.5301 

DAHUA HAC-HDW1500TRQ-A – 2.8mm 
5MP Starlight HDCVI Quick-to-install IR Eyeball Camera 

Max 25 fps@5MP (16:9 video output); Built-in mic (-A); CVI/CVBS/AHD/TVI switchable; 
2.8 mm fixed lens; Max. IR length 25M; Smart IR; IP50, DC12V;  

 
Ш.5354 

UTC Controller PFM820 
Support different formats (HDCVI/AHD/HDTVI/CVBS) switch, which ito satisfy the 
requirements of different storage device environments for clients; 

 

HDCVI 5MP Smart-Dual Light Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 
Ш.5355 

DAHUA HAC-HDW1500CLQ-IL-A 2.8mm 
5MP Smart Dual Light HDCVI Fixed-focal Eyeball Camera 

Max 25 fps@5MP (16:9 video output); Smart Dual Light; 20m illumination distance; 
Super Adapt; Built-in MIC; CVI/CVBS/AHD/TVI switchable; IP67,12 VDC  

 
Ш.5356 

DAHUA HAC-HFW1500CL-IL-A – 3.6mm 
5MP Smart Dual Light HDCVI Fixed-focal Bullet Camera 

Max 25 fps@5MP; Smart Dual Light; 20 m illumination distance; Super Adapt; Built-in 
MIC; 3.6 mm fixed lens; IP67, 12 VDC;  

 

 
Ш.5357 

DAHUA HAC-HFW1500TLM-IL-A – 3.6mm 
5MP Smart Dual Light HDCVI Fixed-focal Bullet Camera 

Max 25 fps@5MP ;Smart Dual Light; 40 m illumination distance; Super Adapt; Built-in 
MIC; 3.6 mm fixed lens; IP67, 12 VDC;  

 
Ш.5358 

DAHUA HAC-PT1500A-IL-A – 2.8mm 
5MP Smart Dual Light HDCVI Fixed-focal PT Camera 

Max. 25 fps@5MP; Smart Dual Light; Smart Area Lighting; Pan & Tilt; 40 m illumination 
distance; Super Adapt; Built-in Mic; 2.8mm fixed lens; IP66, 12 VDC.  



 
 

 

HDCVI 5MP Full-Color Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 
Ш.5359 

DAHUA HAC-HDW1509TLQ-LED - 3.6mm 
5MP Full-color HDCVI Quick-to-install Eyeball Camera 

Max 25 fps@5MP (16:9 video output); 120dB true WDR, 3D NR;24/7 color image;20 m 
illumination distance; CVI/CVBS/AHD/TVI switchable;IP67, 12 V DC;  

 

 
Ш.5360 

HAC-HFW1509C-LED – 2.8mm with Audio 
5MP Full-color HDCVI Bullet Camera 

Max 25 fps@5MP (16:9 video output); 120 dB true WDR, 3D NR; 24/7 color imaging; 20 
m illumination distance 2.8 mm fixed lens; IP67, 12V DC  

 
Ш.5361 

HAC-HFW1509C-A-LED – 2.8mm with Audio 
5MP Full-color HDCVI Bullet Camera 

Max 25 fps@5MP (16:9 video output); 120 dB true WDR, 3D NR; 24/7 color imaging; 20 
m illumination distance; Built-in mic; 2.8 mm fixed lens; IP67, 12V DC  

 
Ш. 5362 

DAHUA HAC-HFW1509T-A-LED – 3.6mm with Audio 
5MP Full-color HDCVI Bullet Camera 

Max 25 fps@5MP (16:9 video output); 120 dB true WDR, 3D NR; 24/7 color imaging; 20 
m illumination distance ;Built-in mic (-A); 3.6 mm lens; IP67, 12 V DC  

 

 
Ш. 5363 

DAHUA HAC-HFW1509TLM-A-LED – 3.6mm with Audio 
5MP Full-color HDCVI Bullet Camera 

Max 25 fps@5MP (16:9 video output); 120 dB true WDR, 3D NR; 24/7 color imaging; 40 
m illumination distance; Built-in mic (-A); 3.6 mm fixed lens; IP67, 12 V DC;  


