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IPC 4MP FULL-Color Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 

 
Ш.4210 

DAHUA IPC-HFW2439S-SA-LED-S2 
4MP Lite Full-colo Fixed-focal Bullet Network Camera 

4MP, 1/3" CMOS image sensor, low illuminance, high image definition; Outputs 4MP 
(2560 × 1440) @ 25/30 fps, Max. supports 4MP (2688 × 1520)@20 fps; Built-i warm 
lights, max. illumination distance: 30 m; 

       

IPC 4MP Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 

 
Ш.4211 

DAHUA IPC-HFW1431T-ZS-S4 
4MP Entry IR Vari-focal Bullet Netwok Camera 

4MP, 1/3” CMOS image sensor, low illuminance, high image definition; H.265 codec, 
high compression rate, ultra-low bit rate Built-in IR LED, max. IR distance: 50 m; 12V 
DC/PoE power supply; 

 

IPC 5MP Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 

 
Ш.5213 

DAHUA IPC-HDBW2541E-S 
5MP IR Fixed-focal Dome WizSense Network Camera 

5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image; Outputs 
max. 5 MP (2960 × 1668) @20 fps, and supports 2688 ×1520 (2688 × 1520) @25/30 fps; 
12 VDC/PoE power supply, easy for installation. 

 

 

 
Ш.5214 

DAHUA IPC-HFW1530S-S6 
5MP Entry IR Fixed-focal Bullet Network Camera 

5MP 1/2.7" CMOS image sensor, low luminance, and high definition image; · Outputs 
max. 5MP @20 fps and supports 2688 × 1520 @25/30 fpS; Built-in IR LED, and the max. 
illumination distance is 30 m. 

 

 

 
Ш.5215 

DAHUA IPC-HFW2531S-S-S2 – Lite Series 3.6mm 
5MP Lite IR Fixed-focal Bullet Network Camera 

5MP, 1/2.7” CMOS image sensor, low illuminance, high image definition · Outputs 
2688×1520@25/30 fps, and supports max. 5MP (2592×1944);Built-in IR LED, IR 
distance: 30 m; 12V DC/PoE power support ; IP67 protection grade 

 

 

 
Ш.5216 

DAHUA IPC-HFW2541E-S 
5MP IR Fixed-focal Bullet WizSense Network Camera 

5-MP 1/2.7" CMOS image sensor, low luminance, and high definition image; Outputs 
max. 5 MP (2592 × 1944) @20 fps, and supports 4 MP (2688 × 1520) @25/30 
fps;Abnormality detection: Motion detection, video tampering, scene changing, audio 
detection, IP conflict, illegal access, and voltage detection 

 

 

 

IPC 6MP Smart-Dual Light Camera 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 

 
Ш.6210 

DAHUA IPC-HDW1639T-A-IL 
6MP Smart Dual Light Fixed-focal Eyeball Network Camera 

1/2.7" CMOS image sensor, low luminance, and high definition image; Outputs max. 6 
MP@20 fps, and supports 2688 × 1520@25/30fps;Built-in Multi-core Light, the max. IR 
distance is 30 m and the max. warm light distance is 30 m; 

 



 

 

 
Ш.6211 

DAHUA IPC-HFW1639TC-A-IL 
6MP Smart Dual Light Fixed-focal Bullet Network Camera 

1/2.7" CMOS image sensor, low luminance, and high definition image; Outputs max. 
6MP @20 fps, and supports 2688 × 1520@25/30 fps; H.265 codec, Built-in Multi-core 
Light, the max. IR distance is 30 m and the max. warm light distance is 30 m; 

 

 



 
 
 
 


