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Network Video Recorder 
МОДЕЛ КАРАКТЕРИСТИКИ И СПЕЦИФИКАЦИИ ЦЕНА 

 

 
Ш.1000 

DAHUA NVR2108-S3 
8 Channel Smart 1U 1HDD Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264 decoding format; Max. decoding capability: 6 
× 1080p@30 fps. Supports adaptive decoding; AI by camera: perimeter protection,and 
SMD Plus; Connected to the third-party network cameras · Security baseline 2.1; 

 

 

 
Ш.1001 

DAHUA NVR2116-S3 
16 Channel Smart 1U 1HDD Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264 decoding format; Max. decoding capability: 6 
× 1080p@30 fps. Supports adaptive decoding ; AI by camera: perimeter protection,and 
SMD Plus; Connected to the third-party network cameras; Security baseline 2.1; 

 

 

 

 
Ш.1002 

NVR4104HS-4KS3 
4 Channel Compact 1U 1HDD Network Video Recorder 

New 4.0 user interface, Security baseline Max. decoding capability;8 ×1080p@30 fps. 
Supports adaptive decoding; Supports mainstream cameras of ONVIF and RTSP 
protocols; P2P remote surveillance, video play on mobile device; VGA/HDMI 
simultaneous video output, maximum resolution of HDMI is 4K; 

 

 

 

 
Ш.1003 

DAHUA NVR4104HS-EI 
4CH Compact 1U 1HDD WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Access, storage or 
forwarding at 80 Mbps; Max. decoding capability: 16 × 1080p@30 fps. Supports 
adaptive decoding AI by Camera: Face detection and recognition, perimeter 
protection; SMD Plus; people counting; stereo analysis; heat map; 

 

 

 

 

 
Ш.1004 

DAHUA NVR4104HS-P-4KS3 
4CH Compact 1U 4PoE 1HDD Lite Network Video Recorder 

Supports Smart H.265+, H.265, Smart H.264+, H.264 and MJPEG decoding formats. 
Max. decoding capability: 8 × 1080p@30 fps or 4 × 4 MP@30 fps; Max. 80/80/60 Mbps 
incoming/recording/outgoing bandwidth; Supports IP cameras with a resolution up to 
12 MP; AI by Camera supports face detection and recognition, perimeter; protection, 
SMD Plus, people counting. 

 

 

 

 
Ш.1005 

DAHUA NVR4108HS-4KS3 
8CH Compact 1U 1HDD Lite Network Video Recorder 

Supports Smart H.265+, H.265, Smart H.264+, H.264 and MJPEG decoding formats; 
Max. decoding capability: 8 × 1080p@30 fps; Max. 80/80/60 Mbps 
incoming/recording/outgoing bandwidth; Supports IP cameras with a resolution up to 
12 MP; AI by Recorder supports 4-channel SMD Plus; 

 

 

 

 

Ш.1006 

DAHUA NVR4108HS-8P-EI 
8CH Compact 1U 8PoE 1HDD WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Access, storage or 
forwarding at 256 Mbps (180 Mbps when AI function enabled); Max. decoding 
capability: 16 × 1080p@30 fps. Supports adaptive decoding; AI by NVR: 1-channel face 
detection and recognition; 2-channel perimeter protection; 

  
     

 

 

 
Ш.1007 

DAHUA NVR4108HS-8P-4KS3 
8 Channel Compact 1HDD 1U 8PoE Network Video Recorder 

H.264, H.265, Smart H.264+, and Smart H.265+. H.265 auto switch; Max. decoding 
capability: 8 × 1080p@30 fps. Supports adaptive decoding; Supports mainstream 
cameras of ONVIF and RTSP protocols; P2P remote surveillance, 
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Ш.1008 

DAHUA NVR4116HS-EI 
16CH Compact 1U 1HDD WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Access, storage or 
forwarding at 256 Mbps (180 Mbps when AI function enabled); AI by NVR; AI by 
Camera: Face detection and recognition, perimeter protection; SMD Plus; people 
counting; stereo analysis; heat map; 

 

 

 

 

Ш.1009 

DAHUA NVR4216-4KS2/L 
16 Channel 1U 2HDDs Network Video Recorder 

New 4.0 user interface, Security baseline 2.1; H.264, H.265, Smart H.264+, and Smart 
H.265+. H.265 auto switch; Supports mainstream cameras of ONVIF and RTSP 
protocols; P2P remote surveillance, video play on mobile device 

 

 

 

 
Ш.1010 

DAHUA NVR4116-8P-4KS2/L 
16 Channel Smart 1U 1HDD 8PoE Network Video Recorder 

New 4.0 user interface, Security baseline 2.1 · H.264, H.265, Smart H.264+, and Smart 
H.265+. H.265 auto switch; Max. decoding capability: 8 × 1080p@30 fps. Supports 
adaptive decoding; Supports mainstream cameras of ONVIF and RTSP protocols; P2P 
remote surveillance, video play on mobile device; 

 

 

 

Ш.1011 

DAHUA NVR4216-4KS2/L 
16 Channel 1U 2HDDs Network Video Recorder 

New 4.0 user interface, Security baseline 2.1; H.264, H.265, Smart H.264+, and Smart 
H.265+. H.265 auto switch; Supports mainstream cameras of ONVIF and RTSP 
protocols; P2P remote surveillance, video play on mobile device 

  

        

 

 
Ш.1012 

DAHUA NVR4216-16P-EI 
16CH 1U 16PoE 2HDDs WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Max. decoding 
capability: 16 × 1080p@30 fps. Supports adaptive decoding; AI by NVR; AI by Camera: 
Face detection and recognition, perimeter protection; SMD Plus; people counting; 
stereo analysis; heat map; 

 

 

 

 
Ш.1013 

DAHUA NVR4232-EI 
32CH 1U 2HDDs WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Access, storage or 
forwarding at 256 Mbps (180 Mbps when AI function enabled); Max. decoding 
capability: 16 × 1080p@30 fps. Supports adaptive decoding; AI by Camera: Face 
detection and recognition, perimeter protection; 

 

 

 

 

Ш.1014 

DAHUA NVR5232-EI 
32 Channels 1U 2HDDs WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Max. decoding 
capability: 32 × 1080p@30 fps or 32 × 2MP@30 fps; Max. 384 Mbps 
incoming/recording/outgoing bandwidth; Support AcuPick with Max. 16-Channel; 
Support N+M cluster;· 

 

 

 

Ш.1015 

DAHUA NVR5464-EI 
64 Channels 1.5U 4HDDs WizSense Network Video Recorder 

Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format; Max. decoding 
capability: 32 × 1080p@30 fps or 32 × 2MP@30 fps; Max. 384 Mbps 
incoming/recording/outgoing bandwidth; Support AcuPick with Max. 16-Channel; 

 

 


